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PDC BITS

DESIGN FEATURES:

One-piece 4140 alloy steel bit body ensures
maximum blade and body strength.

Open center design for maximum air flow
to all cutters on bit.

3D designed cutter locations and bit features
are CNC machined to meet exact design
specifications and ensure product repeatability.

Receptacle in shank for air flow reduction
washer.

Strategically placed Tungsten Carbide
Inserts protect bit body and gage cutter
pockets.

Part Number
Body Type
Make-Up Length
Overall Length
Box Dimensions
Shipping Weight
Pin Connection
Face Cutters
Ports

..........................................2011126
................One-piece 4140 Steel Alloy

......................................9.39 in.
.......................................13.33 in.

...............13 in. X 13 in. X 20 in.
.......................................69 lbs.

......................4-1/2” API Regular
.....12 @ 0.760” Shank Klaw Cutter

.................................................4 @ 1-7/16”

GENERAL DATA:

Klaw Cutter Bits

OFFICE IN THE NETHERLANDS OFFICE IN KAZAKHSTAN:

Laan 1933 # 37, 6711 NX EDE
Phone: +31 318 50449
Fax: +31 318 61475
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Office 304, Kurmangazy St. 4
Almaty, Kazakhstan

E-mail: bits@kazduco.com
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Tel./fax: +7 (727) 261 38 58


